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LOADING DEFAULT SCENES

Loading default scenes
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RECALLING SCENES
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Scenes ¢ Recalling Scenes ¢ Recalling Scenes
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EDITING SCENES
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SEE 'OPERATION’
ON REVERSE
OF PAGE.
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REMOVING FRONT FASCIA
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OPERATION
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Connections
DALI cable:

Cable rating:
Power
DALI supply input:

DALI consumption:

Radio operation:

Wireless
connectivity:

Mechanical data
Dimensions:

Weight:

Material:

IP code:

Push-fit terminals.
Wire size: 0.5 mm? - 1.5 mm? solid or stranded

All cables must be mains rated.

95Vto 225V

Typical: 22mA@ 16V
Maximum: 40 mA@ 9.5V

Bluetooth® Smart™

19xGx: 92 mm x 92 mm
19xPx: 89 mm x 89 mm
290x: 89 mm x 89 mm

19xGx: 150 g
19xPx: 90 g
290x:50 g

19xGx: Glass
19xPx: Acrylic (PMMA)
290x: Flame-retardant PC/ABS

IP30

Operating conditions

Ambient
temperature:

Relative humidity:

Storage
temperature:

0°Cto+50°C

Max. 90 %, noncondensing

-10°Cto+70°C

Conformity and standards

DALI standard:
EMC:

Safety:
Environment:
FCC:

IEC 62386

EN 301489-1
EN 55015
EN 61547

60669-2-1
Complies with WEEE and RoHS directives.
Contains FCC ID: WAP2005.

@ Tekniska Data

Connections
DALI cable:

Cable rating:
Power

DALI supply input:
DALI consumption:

Radio operation:

Wireless
connectivity:

Mechanical data
Dimensions:

Weight:

Material:

IP code:

Push-fit terminals.
Wire size: 0.5 mm? - 1.5 mm? solid or stranded.

All cables must be mains rated.

9.5Vto 225V

Typical: 22 mA@ 16V
Maximum: 40 mA @ 9.5V

Bluetooth® Smart™

19xGx: 92 mm x 92 mm
19xPx: 89 mm x 89 mm
290x: 89 mm x 89 mm

19xGx: 150 g
19xPx: 90 g
290x:50 g

19xGx: Glass
19xPx: Acrylic (PMMA)
290x: Flame-retardant PC/ABS

IP30

Operating conditions

Ambient
temperature:

Relative humidity:

Storage
temperature:

0°Cto+50°C

Max. 90 %, noncondensing

-10°Cto+70°C

Conformity and standards

DALI standard:
EMC:

Safety:
Environment:
FCC:

IEC 62386

EN 301489-1
EN 55015
EN 61547

60669-2-1
Complies with WEEE and RoHS directives.
Contains FCC ID: WAP2005.

@ Dati tecnici

Connections
DALI cable:

Cable rating:
Power

DALI supply input:
DALI consumption:

Radio operation:

Wireless
connectivity:

Mechanical data
Dimensions:

Weight:

Material:

IP code:

Push-fit terminals.

Wire size: 0.5 mm? - 1.5 mm? solid or stranded.

All cables must be mains rated.

9.5Vto 225V

Typical: 22mA@ 16V
Maximum: 40 mA @ 9.5V

Bluetooth® Smart™

19xGx: 92 mm x 92 mm
19xPx: 89 mm x 89 mm
290x: 89 mm x 89 mm

19xGx: 150 g
19xPx: 90 g
290x:50 g

19xGx: Glass
19xPx: Acrylic (PMMA)
290x: Flame-retardant PC/ABS

IP30

Operating conditions

Ambient
temperature:

Relative humidity:

Storage
temperature:

0°Cto+50°C

Max. 90 %, noncondensing

-10°Cto+70°C

Conformity and standards

DALI standard:
EMC:

Safety:
Environment:
FCC:

IEC 62386

EN 301489-1
EN 55015
EN 61547

60669-2-1
Complies with WEEE and RoHS directives.
Contains FCC ID: WAP2005.

19xxx

OFF / LAST LEVEL

Technische Daten

Connections
DALI cable:

Cable rating:
Power

DALI supply input:
DALI consumption:

Radio operation:

Wireless
connectivity:

Mechanical data
Dimensions:

Weight:

Material:

IP code:

Push-fit terminals.

Wire size: 0.5 mm? - 1.5 mm? solid or stranded.

All cables must be mains rated.

9.5Vto 225V

Typical: 22mA@ 16V
Maximum: 40 mA @ 9.5V

Bluetooth® Smart™

19xGx: 92 mm x 92 mm
19xPx: 89 mm x 89 mm
290x: 89 mm x 89 mm

19xGx: 150 g
19xPx: 90 g
290x:50 g

19xGx: Glass
19xPx: Acrylic (PMMA]
290x: Flame-retardant PC/ABS

IP30

Operating conditions

Ambient
temperature:

Relative humidity:

Storage
temperature:

0°Cto+50°C

Max. 90 %, noncondensing
-10°Cto+70°C

Conformity and standards

DALI standard:
EMC:

Safety:
Environment:
FCC:

IEC 62386

EN 301489-1
EN 55015
EN 61547

60669-2-1
Complies with WEEE and RoHS directives.
Contains FCC ID: WAP2005.

@ Technical Data

Connections
DALI cable:

Cable rating:
Power
DALI supply input:

DALI consumption:

Radio operation:

Wireless
connectivity:

Mechanical data

Dimensions:

Weight:

Material:

IP code:

Push-fit terminals.
Wire size: 0.5 mm? - 1.5 mm? solid or stranded.

All cables must be mains rated

9.5Vto 225V

Typical: 22 mA@ 16V
Maximum: 40 mA @ 9.5V

Bluetooth® Smart™

19xGx: 92 mm x 92 mm
19xPx: 89 mm x 89 mm
290x: 89 mm x 89 mm

19xGx: 150 g
19xPx: 90 g
290x: 50 g

19xGx: Glass
19xPx: Acrylic (PMMA)
290x: Flame-retardant PC/ABS

IP30

Operating conditions

Ambient
temperature:

Relative humidity:

Storage
temperature:

0°Cto+50°C

Max. 90 %, noncondensing
-10°Cto+70°C

Conformity and standards

DALI standard:
EMC:

Safety:
Environment:
FCC:

IEC 62386

EN 301489-1
EN 55015
EN 61547

60669-2-1
Complies with WEEE and RoHS directives.
Contains FCC ID: WAP2005.

Données techniques

Connections
DALI cable:

Cable rating:
Power
DALI supply input:

DALI consumption:

Radio operation:

Wireless
connectivity:

Mechanical data
Dimensions:

Weight:

Material:

IP code:

Push-fit terminals.
Wire size: 0.5 mm? - 1.5 mm? solid or stranded.

All cables must be mains rated

9.5Vto 225V

Typical: 22mA@ 16V
Maximum: 40 mA@ 9.5V

Bluetooth® Smart™

19xGx: 92 mm x 92 mm
19xPx: 89 mm x 89 mm
290x: 89 mm x 89 mm

19xGx: 150 g
19xPx: 90 g
290x:50 g

19xGx: Glass
19xPx: Acrylic (PMMA)
290x: Flame-retardant PC/ABS

IP30

Operating conditions

Ambient
temperature:

Relative humidity:

Storage
temperature:

0°Cto+50°C

Max. 90 %, noncondensing

-10°Cto+70°C

Conformity and standards

DALI standard:
EMC:

Safety:
Environment:
FCC:

IEC 62386

EN 301489-1
EN 55015
EN 61547

60669-2-1
Complies with WEEE and RoHS directives.
Contains FCC ID: WAP2005.



