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Light Colour

Correlated Colour Temp. CCT (K)

Nominal Luminous flux1) @ 25 °C (lm)

Lamp efficacy1) @ 25 °C (lm/W)

Colour Rendering Index CRI

0,96

0,96

0,94

Temp. for max. luminous flux (°C)

Diameter Tube / Lamp (mm)

Weight (g)
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T8 UNIVERSAL THERMO - 18 W, 36 W, 58 W
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1) after 100 h

2) Magnetic Ballast
3) Electronic Ballast (≥20 kHz)

Spectral distribution 840

Weight per box (kg)

Packing data

Box size (mm)

5,5 10,75 13,75

63,000 h

18 W

640 x 220 x 220

25

36 W

1240 x 220 x 220

25

58 W

1550  x 220 x 220

25

Switching cycle

3 h (2:45 on, 0:15 off)

Mercury content (mg)

IEC

Life time

Dimmable

Cap
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12 h (11 h on, 1 h off)

1 Switch Continious Burning

Lamps per box (pcs)

46,000 h

0,98

LS
F 

- 
La

m
p

 

Su
rv

iv
al

 F
ac

to
r 

- 
E

le
ct

Spectral distribution 830
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G13

3.5

60081

Magnetic

36,000 h

43,000 h

Operation

Electronic

50,000 h

60,000 h
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